25X1A
25X1X

26X1A
25X1A

el -

Approved For Release 2002/08/15 : CIA-RDP83-00415R013300100004-8

SECRET/CONTROL U,S, OFFICIALS ONLY -
SECURITY INFORMATION ’
German Democratic Republid 25X1A
25X1A )
GDR RATLROAD STATICN TRACK CHARTS AND CONSUIM 0] FPOR BRIDGE PAINT'ING (42 pp;
German, English; Place of acquisition: |Date of distribution: 21 Nov 52;

Date of informations | |

The document consists of a typewritien hnglich—languaﬂ%g page containing a short
summary of and field comment about the document, a booklet (37 pp) containing track
charts of railroad stations in Reichsbahn Pf¥ise 6 of the Reichsbahn Directorate of
Berlin, dated 1 May 1952, and a mimeographed booklet containing the paint consumgtion ,
norms for steel-bridge painting, published by the Directorate Genemal of the Reichs-

bahn (4 pp).

The cover of the booklet containing the railroad station track charts shows a
map of RBD Berlin indicating the location of the seven RBA's, (Reichsbahn Divisions)

Yhe mimeograghed booklet regarding the standard quantities of —aint to be
used for painting steel bridges, dated 1 June 1952, contains the iollowing three
tabless

A table giving the amount of paint to be used after removing rust froma few
places of a bridge and then giving those places two base coats of paint and two
final coats of paint,

A table giving the paint consumption norms for removing rust from 20 percent
of a tebal bridge area, rust proofing that area with two coats of base paint and
then painting the entire bridge with two final coats of paint, If the size of the
ared changes then the standard consumption norms of the first two base coats change
too, but not the two final coats,

A table giving the paint consumption norms for removing rust from an entire
bridge and then givéng the bridge two base coats and two final coats,

The tables give the following information: production order number, commodity
number, commodity, unit of meacurement (kg), and quantity per sguare meter of
bridge to be painted.

The paint used for the base coats in all instances im a blended red-ledd
paint, For the final coats a gray rust proof paint with an oil base is used,

/Foreign lansuage document or a microfilm of it (C 13355) is obtainable from CIA
Library

19 December 1952

~SECRET/CONTEOL U.S. OFFICIALS ONLY

newm o (A Library

Approved For Release 2002/08/15 : CIA-RDP83-00415R013300100004-8



